
In both above cases, the exit hose disconnect coupling and 20’ long hose can attach to any of several other DCD products, such as:

Duct Entry Guide (32500 series): 
This product fits right into the 
duct opening and has a roller that 
the cable must pass over. The 
unit is fitted with a spray nozzle 
that when hooked up, places the 
lubricant right onto the cable as 
it passes under the nozzle.

Split Entry Bells (32550 series): 
This cable entry guide, available 
in aluminum and bronze, can be 
removed easily after installa-
tion. Also available with a spray 
nozzle for direct application of 
the lube right onto the cable.

Manual Spray Wand (35100-043): 
This wand included with both 
types of applicator kits so that 
the hose may be connected to 
the spray wand and then applied 
onto the cable drum itself or any 
other point in the cable travel 
before entering the duct.

Flexible Guides (32600 series): 
This product attaches to duct 
entry adaptors and these parts 
also have a spray nozzle to apply 
the lubricant right onto the cable 
as it enters the duct.

Tube-Lube® Applicators
The liquid consistency of Tube-Lube® 326 (SG = 1.04) minimizes viscous friction, which allows for easy application through the use of a spray 
applicator. DCD offers two different spray applicators.

 Part No. Description Weight

35100-003 Manual Applicator Kit (comes with 20’ hose assembly) 20.0 lb

35100-043 Spray Wand Replacement (for Manual Applicator) 0.5 lb

35100-002 Power-Spray™ Applicator Kit (comes with 20’ hose assembly, battery and charger) 16.4 lb

35100-040 20’ Hose Assembly (can be used with either sprayer) 1.57 lb

35100-050 Battery Pack for Power-Spray™ Applicator 6.14 lb

35100-051 Battery Wall Charger for Power-Spray™ Applicator 0.30 lb

35100-042 Spray Wand Replacement (comes with 6’ hose) 1.0 lb

35100-052 Spray Wand Replacement (for Power-Spray™ Applicator) 0.5 lb

Manual Applicator Kit: A manually pressurized spray tank with a 
pressure gauge allows the user to monitor the amount of lube being 
sprayed onto the cable via the included hand-held wand, or any of 
DCD’s products fitted with a quick connect spray nozzle. Different  
pressures allow different volumes. A manual shut-off valve leads to a 
quick disconnect coupling.

A 20’ long clear hose is included with the applicator with quick discon-
nect couplings at each end. This allows the applicator and operator to 
remain outside the manhole, while the connection to the duct is up to 
20’ away.

Power-Spray™ Applicator Kit: This unit holds a little over four gallons 
and can be carried on the operator’s back. A 4-speed pump controls 
the volume of lube applied. The pump is operated by a re-chargeable 
battery with about eight hours usage time. The unit comes complete 
with re-charger and a spare battery. The outlet hose also leads to a 
quick disconnect coupling.

A 20’ long clear hose is included with the applicator with quick discon-
nect couplings at each end. This allows the applicator and operator to 
remain outside the manhole, while the connection to the duct is up to 
20’ away. Semi-clear tank allows visibility of the lube level.
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