SPECIFICATIONS

Product Description: SWING ARM BLOWER
Part Number: 9533-20
Style: AXIAL FAN 8” (20.3cm) WITH SWING ARM AND MOUNTING BRACKET

GENERAL DESCRIPTION:
Designed specifically to direct air exactly where you need it. By mounting our swing arm blower assembly, you can replace hot, cold or musty air with clean, fresh breathable air from your confined spaces, specifically large trailers. When application is complete, unit folds up neatly and stores tightly against the wall.

BLOWER: (PN 9533)
- Polyethylene housing and canister assembly
- Lightweight, corrosion, UV and chemical resistant
- Super quiet, in “safety orange”
- Bottom enclosure to protect electrical components
- Carry handle molded into blower and canister housing
- Steel powder coated grill

BLOWER MOTOR:
HP: 1/3 HP
Certification: UL Recognized, CSA Certified, CE Certified
Voltage/Hz: 115V-230V AC, 50/60Hz, Single Phase, All World Motor
RPM: 3400
Flow Rates CFM (m³/hr): 831 (1411.87) Free Air / 709 (1204.59) One 90° Bend / 586 (995.62) Two 90° Bends
Switch: ON/OFF Rocker
Amps: 4.8A-2.4A (50Hz) / 4.5A-2.2A (60Hz)
Fan: Polypropylene nine blade fan
Cord: 20’ (6.09m) AWG
Plug: NEMA 5-15P

SWING ARM: (PN 9533-21)
- Dual articulating arm for precise positioning
- 1 ½” yellow powder-coated steel tubing
- 41 ¾” (105.1cm) extended, 21 ¾” (55.2cm) folded
- Two 10 gauge metal L-shape wall mounting brackets included
- 26 lbs. (10.9 kg) weight limit

SWING ARM BLOWER MOUNTING BRACKET: (PN 9533-22)
- 10 gauge black powder-coated steel
- U-shape design allows blower to swivel so it can be placed in the exact position that’s needed

DIMENSIONS:

<table>
<thead>
<tr>
<th>P/N</th>
<th>Length In (cm)</th>
<th>Width In (cm)</th>
<th>Height In (cm)</th>
<th>Weight Lbs. (Kg)</th>
</tr>
</thead>
<tbody>
<tr>
<td>9533</td>
<td>13 ¼” (33.6)</td>
<td>12” (30.4)</td>
<td>13 ¾” (34.9)</td>
<td>17 (7.7)</td>
</tr>
<tr>
<td>9533-21</td>
<td>41 ¾” (106.05) extended</td>
<td>1 ½” (3.81)</td>
<td>8 ¼” (20.95) w brackets</td>
<td>10.8 (4.9)</td>
</tr>
<tr>
<td>9533-22</td>
<td>3 ¼” (8.25)</td>
<td>1” (2.54)</td>
<td>2” (5.08)</td>
<td>.23 (0.1)</td>
</tr>
</tbody>
</table>

AVAILABLE:
9533-20 8” COM-PAX-IAL Blower with Swing Arm and Mounting Bracket
9533-21 Swing Arm Only w/ Wall Mounting Brackets
9533-22 Swing Arm Blower Mounting Bracket